Designed for weld fume applications, the remote workstation integrates easily with other Donaldson® Torit® air filtration products.

- High backdraft inlet is ideal for weld fume
- Rugged construction
- Heavy-duty 7-gauge work surface
- Hinged side-wing panels open to accommodate longer workpieces
- Larger model and longer worktable suits two workers
- Ergonomically designed for operator comfort
- Helps support OSHA Clean Air Standards
- Productivity increases and morale improves by providing a cleaner working environment
- 10-year warranty

Donaldson. Torit.
**Important Notice**

Many factors beyond the control of Donaldson can affect the use and performance of Donaldson products in a particular application, including the conditions under which the product is used. Since these factors are uniquely within the user's knowledge and control, it is essential the user evaluate the products to determine whether the product is fit for the particular purpose and suitable for the user's application. All products, product specifications, availability and data are subject to change without notice, and may vary by region or country.

**DIMENSIONS & SPECIFICATIONS**

<table>
<thead>
<tr>
<th>Model</th>
<th>Nominal Airflow</th>
<th>Dimensions</th>
<th>Inside Diameter</th>
<th>Max Load per Sq. Ft.</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>cfm</td>
<td>m/h</td>
<td>A</td>
<td>B</td>
<td>C</td>
</tr>
<tr>
<td>RWB-2000</td>
<td>2000</td>
<td>3397</td>
<td>52.0</td>
<td>1320.8</td>
<td>38.7</td>
</tr>
<tr>
<td>RWB-3000</td>
<td>3000</td>
<td>5096</td>
<td>52.0</td>
<td>1320.8</td>
<td>38.7</td>
</tr>
</tbody>
</table>

**EQUIPMENT OPTIONS**

- Fluorescent light illuminates work area
- Easy Duct™ quick-clamp ductwork for easy do-it-yourself installations

Significantly improve the performance of your collector with genuine Donaldson Torit replacement filters and parts. **Call Donaldson Torit at 800-365-1331.**

---

**Important Notice**

Many factors beyond the control of Donaldson can affect the use and performance of Donaldson products in a particular application, including the conditions under which the product is used. Since these factors are uniquely within the user's knowledge and control, it is essential the user evaluate the products to determine whether the product is fit for the particular purpose and suitable for the user's application. All products, product specifications, availability and data are subject to change without notice, and may vary by region or country.